RESTRAINED MJ

TYPE CAPK

CAPPED END BEARING AREA

PER TABLE (TYP.)

E\— UNDISTURBED

EARTH (TYP.)

90" E1BOW ANGLE E1BOW

THRUST BLOCK LOCATIONS

N.T.S.

PIPE BEARING AREA (SQ. FT.)
DIAMETER | TEE, CAP | 90" BEND | 45° BEND |22-1/2" BEND |11-1/4" BEND
6 MIN. 3 MIN. 3 MIN. 3 MIN. 3 MIN. 3
8 MIN. 2 MIN. 3 MIN. 3 MIN. 3 MIN. 3
10 MIN. 3 MIN. 5 MIN. 3 MIN. 3 MIN. 3
12 MIN. 5 MIN. 6 MIN. 3 MIN. 3 MIN. 3

GENERAL NOTES:

1.

BEARING AREA BASED ON 4000 Ibs/sq ft. ALLOWABLE SOIL PRESSURE AND 150 PSI
HYDRAULIC TEST PRESSURE. BEARING AREA SHALL BE PROPORTIONALLY ADJUSTED
FOR DIFFERENT ALLOWABLE SOIL PRESSURES OR HYDRAULIC TEST PRESSURES.

ALLOWABLE SOIL PRESSURE BASED UPON FIRM SANDY GRAVEL OR COMPACT COARSE
OR MED. SAND.

PRE—CAST CONCRETE THRUST BLOCKS ARE ALLOWED AND PREFERRED OVER POURED
IN' PLACE CONCRETE BLOCKING.

CONCRETE THRUST BLOCKING TABLE FOR FITTINGS
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